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Thank you for your purchase of the GTS 1000 Waste Compactor/Baler. With 
just a little preventative maintenance and by keeping your unit clean, we are sure it will provide 
many years of trouble-free operation. 
 

**Please read this manual carefully before installing  
or servicing the equipment**  

 
Method of Operation  

 
The GTS 1000 can save thousand of dollars over its life by reducing trash hauling expense, 
cardboard recycling costs and labor by reducing the volume of solid waste and cardboard by  
as much as 95%. 
 
The GTS1000 contains of a powerful hydraulic pump along with a 2 İò (64 mm) ram that generates 
more than 10,780 lbs of compaction force. 
 
When configured as a compactor, the GTS 1000 utilizes a high capacity packing cube and durable, 
puncture resistant bag. 
 
The large loading door easily accommodates even the largest bag of bulky trash. With the loading 
door closed, a single switch engages the compaction cycle. 
 
Removing the trash cart converts the GTS 1000 into a high capacity 
cardboard baler. 
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GTS 1000 Built -In Safety Features  
 
A. Automatic Switch (green switch)  
The unit will NOT operate if the Loading Door is open and the green  
switch is turned.  The Loading Door MUST be closed for the unit  to compact. 
 
The unit will NOT operate if the Main Door is open and the green switch is turned. Main door must be 
closed for unit to operate. 
The switch keeps compactor from operating when Door or Doors are open. 
 
B. Manual Switch  
By manually turning the Up and Down switch, unit will not 
operate if you release switch. The Up and Down switch is 
spring loaded so it ONLY works when your hand is on 
the switch. Compaction will work with Doors open or closed .  
 
Safety switch for both doors (can be turned on to prevent compaction) 
 

A. Automatic  
Switch  

B. Manual UP 
& Down 
Switch  

Safety switch for both doors 

Supply Cabinet  

Loading Door  

Main Door  
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1. Set-up 
 

Inspecting the Unit  
 

Remove the packing materials from the unit. Inspect for any damage that may have been 
missed when the unit was delivered, and report it IMMEDIATELY to the delivering carrier. 
 
1.1 Selecting the Location  
 
The correct location of the GTS 1000 will make it more useful and easier to 
operate and service. 
 
Make sure that there is a 110 volt, 20 amp dedicated circuit available. 
 
Make sure there is at least 58 1/2 inches (approx. 5 feet) from the back of the unit to the end 

of the door, with main door open to 90°, so the cardboard baler and waste cube can 
be removed.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The GST 1000 weighs more than 800 pounds when empty, and is top heavy. 
Take care to prevent the unit from tipping and potentially injuring you and others. 
 

 
 
 

* Allow 5 feet  so the 
door can open  
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Each GTS 1000 should come with the following:  
1 ï Operation and Maintenance Manual 
1 ï Box of 50 specially designed compactor bags 
2 ï Spools of baler twine 
2 ï Wheel stops 
1 ï Waste cart (not located inside of the supply cabinet) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Once the unit is in place, open the top supply cabinet,  and take out the two rubber wheel stops.  
Place one wheel stop under the left front caster wheel to keep the unit in place. (The stop is a donut 
shaped piece of rubber that can open up. Open the donut and slide it around the left front caster).  
Repeat the same with the front right side.  
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Roll of compactor bags 

Two spools of baler twine 
(behind the 2 silver guide rods) 

Two circular wheel stops 
(placed behind the fuel pump) 

                 Waste Cart 

Rubber wheel stop 
(in place) 

Caster wheel 
(located underneath the 
unit) 


